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Verre dans la construction - Verre feuilleté 
et verre feuilleté de sécurité - Partie 6: 
Aspect - Rectificatif technique 1 (ISO 

12543-6:2011/Cor 1:2012) 

 Glas im Bauwesen - Verbundglas und 
Verbund-Sicherheitsglas - Teil 6: Aussehen 

(ISO 12543-6:2011/Cor 1:2012) 

This corrigendum becomes effective on 15 May 2012 for incorporation in the three official language 
versions of the EN. 
 
Ce corrigendum prendra effet le 15 mai 2012 pour incorporation dans les trois versions linguistiques 
officielles de la EN. 
 
Die Berichtigung tritt am 15. Mai 2012 zur Einarbeitung in die drei offiziellen Sprachfassungen der EN
in Kraft. 
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Foreword 

This document (EN ISO 12543-6:2011/AC:2012) has been prepared by Technical Committee ISO/TC 160 
"Glass in building" in collaboration with Technical Committee CEN/TC 129 “Glass in building” the secretariat of 
which is held by NBN. 

Endorsement notice 

The text of ISO 12543-6:2011/Cor 1:2012 has been approved by CEN as a EN ISO 12543-6:2011/AC:2012 
without any modification. 
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Glass in building — Laminated glass and laminated safety 
glass — 

Part 6: 
Appearance 

TECHNICAL CORRIGENDUM 1 

Verre dans la construction — Verre feuilleté et verre feuilleté de sécurité — 

Partie 6: Aspect 

RECTIFICATIF TECHNIQUE 1 

Technical Corrigendum 1 to ISO 12543-6:2011 was prepared by Technical Committee ISO/TC 160, Glass in 
building, Subcommittee SC 1, Product considerations 

                               

Page 3, Clause 5 

Replace “When inspected according to the test method given in Clause 9,” with “When inspected according to 
the test method given in Clause 4,”.  

Page 4, 8.1 

In the first paragraph, replace “When inspected according to the test method given in Clause 9,” with “When 
inspected according to the test method given in Clause 4,”.  

Page 5, 8.2 

In the first paragraph, replace “When inspected according to the test method in Clause 9” with “When 
inspected according to the test method in Clause 4”. 
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Page 5, Clause 9 

In the last paragraph, replace “When inspected according to the test method given in this clause,” with “When 
inspected according to the test method given in Clause 4,”. 




