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Przedmowa krajowa 

Niniejsza poprawka została zatwierdzona przez Prezesa PKN dnia 30 sierpnia 2013 r. 

Komitetem krajowym odpowiedzialnym za poprawkę jest KT nr 100 ds. Wyrobów z Drewna i Materiałów 
Drewnopochodnych. 

Istnieje możliwość przetłumaczenia poprawki na język polski na wniosek zainteresowanych środowisk. 
Decyzję podejmuje właściwy Komitet Techniczny. 

W sprawach merytorycznych dotyczących treści normy można zwracać się do właściwego Komitetu 
Technicznego lub właściwej Rady Sektorowej PKN, kontakt: www.pkn.pl 

Nota uznaniowa  

Poprawka do Normy Europejskiej EN 1728:2012/AC:2013 została uznana przez PKN za Poprawkę do 
Polskiej Normy PN-EN 1728:2012/AC:2013-09. 
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1 Modification to 6.4 

Replace the existing Table 1 by the following: 

" 

Table 1 — Determination of seat and back force 

Angle of backrest inclination Ø Seat force F1 (N) Back force F2 (N) 

Back rest set to an angle 70º or 
more to the horizontal 

Specified seat force Specified back force 

Back rest set to an angle of less 
than 70º, but not less than 55º to 
the horizontal 

Specified seat force x Sin (Ø) ((Ø/60°) – 0,166 6) Specified 
seat force x Cos Ø 

Back rest set to an angle of less 
than 55º to the horizontal 

0,75 x Specified seat force 0,75 x Specified seat force x 
Cos Ø 

". 

2 Modification to 6.17 

Replace the existing Table 2 by the following: 

" 

Table 2 — Determination of seat and back force 

Angle of backrest inclination Ø Seat force F3 (N) Back force F4 (N) 

Back rest set to an angle 70º or 
more to the horizontal 

Specified seat force Specified back force 

Back rest set to an angle of less 
than 70º, but not less than 55º to 
the horizontal 

Specified seat force x Sin (Ø) ((Ø/60°) – 0,166 6) Specified 
seat force x Cos Ø 

Back rest set to an angle of less 
than 55º to the horizontal 

0,75 x Specified seat force 0,75 x Specified seat force x 
Cos Ø   

". 

 


	PN-EN 1728_2012_AC_2013-09E
	EN_1728_2012_AC
	1 Modification to 6.4
	2 Modification to 6.17


