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Przedmowa krajowa

Niniejsza poprawka została zatwierdzona przez Prezesa PKN 25 stycznia 2021 r.

Komitetem krajowym odpowiedzialnym za poprawkę jest PKN/KT 79 ds. Transformatorów Energetycznych.

Istnieje możliwość przetłumaczenia poprawki na język polski na wniosek zainteresowanych środowisk. Decyzję podejmuje 
właściwy Komitet Techniczny.

W sprawach merytorycznych dotyczących treści normy można zwracać się do właściwego Komitetu Technicznego lub 
właściwej Rady Sektorowej PKN, kontakt: www.pkn.pl.

Nota uznaniowa

Poprawka do Normy Europejskiej  została uznana przez PKN za Poprawkę do Polskiej NormyEN 50708-2-1:2020/AC:2020-12
.PN-EN 50708-2-1:2020-10/AC:2021-01



EN 50708-2-1:2020/AC:2020 (E) 

Corrigendum to EN 50708-2-1:2020 

English version 

___________ 

In 5.1.1, replace the second sentence: 

"The values of the highest voltage Um for equipment are:" 

with 

"The preferred values of the highest voltage Um for equipment are:" 

Replace the title of 5.2.1.2 with: "Load losses and no-load losses for one winding with Um ≤ 24 kV" 

In 5.2.1.2, replace the first paragraph: 

"The following tables are defined for step down or step up transformers with one winding with Um ≤ 24 kV and 
the other one with Um ≤ 3,6 kV. Table 1 is for liquid immersed transformers and Table 2 for dry-type 
transformers." 

with 

"The following tables are defined for step down or step up transformers with one winding with Um ≤ 24 kV. Table 1 is for 
liquid immersed transformers and for new installation of pole mounted, and Table 2 for dry-type transformers." 

Replace the title of Table 1 with: "Table 1 — Losses, short circuit impedance and sound power level for liquid immersed and 
for new installation of pole mounted transformers". 

Replace Table 3 as follows: 

" 

Table 3 — Corrections of the losses for highest voltage 

Special combination of voltages in one winding Load losses 

(Pk) 

No-load losses 

(Po) 

For liquid immersed (Table 1) 

Primary highest voltage for 
equipment Um = 36kV 

Secondary highest voltage 
for equipment Um ≤ 3,6kV 10 % 15 % 

Primary highest voltage for 
equipment Um = 36kV 

Secondary highest voltage 
for equipment Um > 3,6kV 10 % 15 % 

For dry type (Table 2) 

Primary highest voltage for 
equipment Um = 36kV 

Secondary highest voltage 
for equipment Um ≤ 3,6kV 10 % 15 % 

Primary highest voltage for 
equipment Um = 36kV 

Secondary highest voltage 
for equipment Um > 3,6kV 

15 % 20 % 

" 

__________ 
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